
ISSOL® Square

Composition

Exterior glass Extra Clear

Interlayer EVA

Interior glass Clear

Insulating glass Not insulated, DGU or TGU

Frame On demand

Design

Min. size (mm) 400 x 400

Max. size (mm) 4350 x 2250

Standard size 
availabilty

No

Min. Thickness (mm) 2 x 2 

Max. Thickness (mm) 2 x 12

Transparency 10 to > 60%

Shapes On demand

Specifications

Type of cell High-performance PERC mono cells

Typical power (Wp/m2) 150

Juction Box Edge or back

Typcical cable length 2 x 1m

Cell size (mm) G1 (158,75mm) or M10 (182mm)

Certification 
and 
warranties

IEC certifications
Family certification per IEC 61215 -  
IEC 61730

Safety glazing 
EN 356 - P1A, EN 12600 - 1B1 EN  
ISO 12543

Product warranty 10 years

Performance 
warranty

10 years - 90% nominal power/  
20 years - 80% nominal power

Maximum energy efficiency without compromising on design? ISSOL® SQUARE seamlessly integrates 
high-performance PERC monocrystalline solar cells into a clean, square grid pattern. With a uniform 
aesthetic and adjustable light transmission (10 to > 60%), it’s ideal for (second skin) façades, canopies, 
balustrades and sunshades. It can be manufactured bifacial technology, capturing sunlight from both 
sides, enhancing performance - even in vertical applications. 
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Composition ISSOL® Square

Applications

Facades 
Cladding 
Spandrel 

Sunshades
Canopies 

Roofs 
Balustrades
Louvres 
Carports 
Noisebarriers

Transparant Solutions 
ISSOL® Square product of


